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No. of 
Buttons

Switch Arrangement Complete Unit Part No. Bushing Part No.

8 Six 2-Speed, With Momentary On/Off (Red, Green) 34237 34413

8 Six 2-Speed, With Maintained On/Off (Red, Green) 34238 34413

8 Six 3-Speed, With Momentary On/Off (Red, Green) 34239 34413

8 Six 3-Speed, With Maintained On/Off (Red, Green) 34240 34413

8 Eight 1-Speed 34241 34413

8 Eight 2-Speed 34242 34413

8 Eight 3-Speed 34243 34413

10 Eight 1- Speed, With Momentary On/Off (Red, Green) 34244 39826

10 Eight 1-Speed, With Maintained On/Off (Red, Green) 34245 39826

10 Eight 2-Speed, With Momentary On/Off (Red, Green) 34246 39826

10 Eight 2-Speed, With Maintained On/Off (Red, Green) 34247 39826

10 Eight 3-Speed , With Momentary On/Off (Red, Green) 34248 39826

10 Eight 3-Speed, With Maintained On/Off (Red, Green) 34249 39826

10 Ten 1-Speed 34250 39826

10 Ten 2-Speed 34251 39826

10 Ten 3-Speed 34252 39826

12 Ten 1-Speed, With Momentary On/Off 34253 39826

12 Ten 1-Speed, With Maintained On/Off 34254 39826

12 Ten 2-Speed, With Momentary On/Off 34255 39826

12 Ten 2-Speed, With Maintained On/Off 34256 39826

12 Ten 3-Speed, With Momentary On/Off 34257 39826

12 Ten 3-Speed, With Maintained On/Off 34258 39826

12 Twelve 1-Speed 34259 39826

12 Twelve 2-Speed 34260 39826

12 Twelve 3-Speed 34261 39826

Complete 80 Series Push Button Pendants

All Pendant Stations are fully assembled and include enclosure, operators, cable bushing, “S” hook and button 
legend sheet.   Contact Conductix-Wampfler or your local representative for custom pendant stations.  Jumpers 
included on assembled pendants only.


